6"x6"x6'-0" PRESSURE TREATED POST
-ATTACH PIPE TO POST WITH ZINC
PLATED OR STAINLESS STEEL STRAPS
AND HARDWARE (TYP)

/%‘/RETURN BEND W/ BEEHIVE STRAINER
— ] 2" GALV PIPE 125 N 10 CONCRETE METER
VALVE BOX BOXES W/SOLID STEEL LIDS
STACK AS REQUIRED

36“

24"

© SIDEWALK

. . - a -
@ " .. T R - e
/4 . e, _',._’%

| [FHEE [

< ‘ R '; 4 4. - .

12" Wi Ly L5 L U

MIN SAWDUST
L_| (SEE NOTE 3) FILL BOX PENETRATION WITH
N ETHAF OAM MORTAR (TYP)
CONC. BLOCK MAINTAIN POSITIVE SLOPE FROM
SUPPORT AS MAIN TO COMBINATION VALVE
NEEDED 2" PE PIPE (PS) W/

TRACER WIRE

PE PIPE
ADAPTER
(MIP X PE)

PR 7
INSTALL METER BOX ON
8"X16"X2" CONC. BLOCKS.
SPACE TO ENSURE DRAINAGE

2" BRASS 90° BEND
STEEL PIPE "
AND FITTINGS 2" CORPORATION

\ STOP (MIP X MIP)
E) E \ng BEND
2" GATE VALVE (FIP X FIP)

| | 2" BRASS PIPE (MIP x MIP) (12"

PE PIPE x THREADED
ADAPTER (FIP X PE)

PE PIPE (IPS) W/
TRACER WIRE

~ A @
BRASS 90° BEND ! [
[ A4
BRASS \
UNION 2"x1" BRASS REDUCER

(SEE NOTE 2)

VALVE ASSEMBLY DETAIL

NOT TO SCALE

NOTES:

1. COMBINATION AR RELEASE AND VACUUM VALVE SHALL BE A 2" SIZE MINIMUM
-UNLESS OTHERWISE SHOWN ON THE CONSTRUCTION DRAWINGS.

2. FOR 1" COMBINATION VALVE INSTALL 2"X1" REDUCER BETWEEN GATE VALVE
AND UNION.

3. FILL METER BOX WITH SAWDUST AFTER TESTING AND INSPECTION.
4. INSTALL STD. MARKER POST IDENTIFYING VALVE LOCATION (NOT SHOWN).

5. SET METER BOX FLUSH WITH SIDEWALK OR CURB ELEVATION IF LOCATED IN LAWN AREA.
SET METER BOX APPROX. 2-INCHES ABOVE FINISHED GRADE IF IN LANDSCAPING AREA.
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